FS-200
			FLOW PRODUCTS SPARE PARTS
	Complete Units P/N
	FS-200-1" NPT
	BRONZE	316SS	GPM		BONNET ASSEMBLY
	FLOW SWITCH				Bronze	316 SS
	27051	27059	0.5		39590	39598
	27052	27060	1		39591	39599
	27053	27061	2		39592	39600
	27054	27062	3		39593	39601
	27055	27063	4		39594	39602
	27056	27064	5		39595	39603
	27057	27065	6		39596	39604
	27058	27066	8		39597	39605
	FS-200-1.25" NPT
	27067	27076	1		128828	39615
	27068	27077	2		39607	39616
	27069	27078	4		39608	39617
	27070	27079	6		39609	39618
	27071	27080	8		39610	39619
	27072	27081	10		39611	39620
	27073	27082	12		39612	39621
	27074	27083	16		39613	39622
	27075	27084	20		39614	39623
	FS-200-1.5" NPT
	27085	27093	1.5		39624	39632
	27086	27094	3		39625	39633
	27087	27095	5		39626	39634
	27088	27096	7.5		39627	39635
	27089	27097	10		39628	39636
	27090	27098	15		39629	39637
	27091	27099	20		39630	39638
	27092	27100	30		39631	39639
	FS-200-2" NPT
	27101	27109	2		39640	39648
	27102	27110	4		39641	39649
	27103	27111	5		39642	39650
	27104	27112	10		39643	39651
	27105	27113	15		39644	39652
	27106	27114	25		39645	39653
	27107	27115	35		39646	39654
	27108	27116	50		39647	39655

Carl Schoenherr:
1 1/4 tee is used so the mating bonnet will need to be 1 1/4 " thread.  Brass 1.25" body and 1.25" SS body are different.  SS body had a 1.5" Bonnet thread.
Carl Schoenherr:
Watch out Bonnet for SS and Brass are not interchanable

